











Client :

Electrical and Mechanical Services Department

Project Description : Equipped with 1,405 beds Tuen Mun Hospital (TMH) serves as a key regional health

facility for the Tuen Mun and Yuen Long districts as well as the northern region of
the New Territories West. The NTW hospital cluster for this project includes Castle
Peak Hospital, Tuen Mun Polyclinic, Ambulance Care Center and Butterfly Beach
Laundry. The project replaces the existing Sauter CCMS at Tuen Mun Hospital (TMH)
and integrates the CCMS into other NTW hospitals to form a centralized-CCMS for
the NTW hospital cluster. The existing CCMS brands currently in use at NTW hospitals
include Johnson, Siemens, Honeywell and Andover.

Scope of Work : Design, supply, installation, testing and commissioning of C-CCMS for Tuen Mun and
NTW hospitals

Completion Date : 2009

System Description : The IBMS system is based on redundancy design. The system has 2 sets of redundant

central BMS servers, one SQL server for data storage and 7 workstations for daily
operation. The whole system has 60 network controllers and over 500 nos. BACnet
DDC controllers for interfacing with building services system. Through the open
system platform, it also integrates different Johnson Control, Siemens and Andover
BMS systems. In addition, any energy management software is installed to analyze
energy usage of the hospitals.
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Taikoo Place

Centralized Building Management System

Cambridge

Client : Swire Properties Ltd. House

Project Description : There are 8 buildings in Taikoo Place commercial district owned by Swire Properties.
Each building has its own BMS & ELV system and control room. In order to improve
the operation efficiency, Swire decided to centralize all BMS & ELV systems into one
central control room (CCR) located at 3/F Cambridge House. The existing building
control and monitoring system includes Lift System, CCTV System, BMS, Security
System, PA System, Intercom System and Fire Alarm System. By using the existing
landlord optic fiber network, all these systems are integrated into the central control
room (CCR). In addition, the project includes the design
& build of the control room with area of over 3,000 sq.
ft. to house all the systems and equipment, flooring,
consoles, monitors and 100" video walll.

Scope of Work : Design & build the centralized BMS & ELV system and

control room for Taikoo Place

Completion Date : 2005

Oxford House

Oxford House is a 500,000 sq. ft. high class office building
comprising of 40 storeys and 4 basements and it is part
of the Taikoo Place commercial district. The whole
building design is environmental friendly and has been
awarded an “Excellent” rating by the Hong Kong
Building Environment Assessment Method (HKBEAM).

Project Description :

Project Description :

Scope of Work :

Scope of Work : Supply, installation, testing and commissioning
of Automatic Temperature Control, Building
Management System, Lift, Access Control,
Security, CCTV, Public Address, CABD and

Intercom System

Completion Date :

System Description :

Completion Date : 1999

System Description : The system comprises of 3 operator
terminals, over 160 DDC outstations and
760 DDC VAV controllers for the control
and monitoring of the HVAC, electrical,
fire, plumbing & drainage, security and

lighting control systems.
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Lincoln House

Lincoln House is a 342,000 sqg. ft. high class office building
comprising of 23 storeys and 5 basements and is part of
the Taikoo Place commercial district. Same as Oxford
House, the whole building design is environmental
friendly and has been awarded an “Excellent” rating

by the Hong Kong Building Environment Assessment
Method (HKBEAM).

Supply, installation, testing and commissioning

of Automatic Temperature Control, Building
Management System, Lift, Access Control, Security,
CCT1V, Public Address, CABD and Intercom System

1998

The system comprises of 3 operator terminals,
over 150 DDC outstations and 700 DDC VAV
controllers for the control and monitoring

of the HVAC, electrical, fire, plumbing &
drainage, security and lighting control
systems.
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